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System beam

Article no. length [L] weight
STL-0295-F 295 mm 3,2 kg
STL-0610-F 610 mm 6,7 kg
STL-0925-F 925 mm 10,2 kg
STL-1240-F 1240 mm 13,6 kg
STL-1555-F 1555 mm 17,1 kg
STL-1870-F 1870 mm 20,6 kg
Adapter plate for clamp connection Adapter plate for clamp connection Adapter plate for clamp connection
Connection section 80 - 120 mm Connection section 130 - 210 mm Connection section 220 - 300 mm
STL-PK-1-F 5,4 kg STL-PK-2-F 6,5 kg STL-PK-3-F 7,6 kg
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Adapter plate for plug connection Adapter plate for plug connection Adapter plate for plug connection
or Halfen Cast-In Channels 2 x M16 or Halfen Cast-In Channels 2 x M16 or Halfen Cast-In Channels 2 x M16
STL-PD-1-F 3,9 kg 080204 ) | STL-PD-2-F 5,0 kg 080205 ) | STL-PD-3-F 6,2 kg 080206
221
. 217
250 |
Vertical connection to system beam Vertical connection to system beam Cross connector for system beam
STL-PV-1-F 1,6 kg 080401 turned 90° for vertical pipes STL-QAS-F 1,6 kg 080403
STL-PV-2-F 2,2 kg 080402
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Connection, only for hanging pipes* Vertical stay, Bridge bearing,
STL-V-F 0,9 kg 080404 ) | to bridge level differences up to 150 mm | to bridge horizontal gaps up to 50 mm
STL-VS-F 4,8 kg 080501 STL-HS-F 3,9 kg 080502
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* lower load bearing capacity of system by 40%
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Supporting stand for plug connection
Plugplate 230 x230x10 mm

Supporting stand for clamp
Connection section 80 - 120 mm

STL-SKK- STL-SKD-
L=
Lo |
Article no. length [L] weight Article no. length [L] weight
080601 STL-SKK-0295-F 295 mm 9,4 kg 080611 STL-SKD-0295-F 295 mm 7,4 kg
080602 STL-SKK-0610-F 610 mm 12,9 kg 080612 STL-SKD-0610-F 610 mm 10,9 kg
080603 STL-SKK-0925-F 925 mm 16,4 kg 080613 STL-SKD-0925-F 925 mm 14,4 kg
080604 STL-SKK-1240-F | 1240 mm 19,8 kg 080614 STL-SKD-1240-F | 1240 mm 17,8 kg
Bracket for system beam Vertical connection Vertical connection
STL-TB-500-F 3,8 kg 080621 to system 120 to system 120

STL-HM-500-F 1,9 kg 080622 ) | STL-PV-3-F 3,8 kg 080411 )| turned 90° for vertical pipes
v STL-PV-4-F 4,0 kg 080412

Bolt, incl. nut Beam hanger Beam hanger, axial

STL-5-012x030-F 0,06 kg STL-HP-M12-F D=13 2,7 kg(080701) | STL-HPA-M12-F D=13 2,7 kg (080711)
STL-HP-M16-F D=17 2,7 kg(080702) | STL-HPA-M16-F D=17 2,7 kg(080712)
€q STL-HP-M20-F D=21 2,7 kg (080703)

Bolt, incl. nut and washer

STL-SU-012x035-F 0,07 kg

Welding plate for anchor plate Cap Connecting kit (comprises 4 pieces)
for system beam STL-KAPPE-PVC 0,06 kg 080704 )| STL-AS-F 2,0 kg 080705
STL-PA-F 2,7 kg 080207

Connecting kit (comprises 2 pieces)
for horizontal connection

STL-ASD-F 1,9 k
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