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Pipe Saddle, Type GSA DN 80 - DN 800

Material: S235JR   DIN EN 10025-2, for temperatures up to 300°C
Finish: primed

A possible buckling of the pipeline, with thin-walled tubes was not included in the load data.

Article no. Ø B L S1 S2 h H loads [kN] weight

pipe (BOP) (MOP) at 150°C [kg]
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GSA-0324-R-G 323,9 140 120 8 6 77 239 2,5 2,5 8,5 4,9

GSA-0356-R-G 355,6 170 120 8 6 77 255 2,5 2,5 8,5 5,4

GSA-0407-R-G 406,4 220 120 8 6 77 280 2,4 2,4 8,3 6,4

GSA-0419-R-G 419,0 220 120 8 6 100 310 2,4 2,4 8,5 7,2

GSA-0457-R-G 457,0 250 120 8 6 100 329 2,3 2,3 8,1 8,0

GSA-0508-R-G 508,0 300 150 10 8 115 369 4,0 4,0 13,0 14,2

GSA-0521-R-G 521,0 300 150 10 8 115 375 4,0 4,0 13,0 14,3

GSA-0609-R-G 610,0 350 170 10 8 120 425 4,0 4,0 13,0 18,6

GSA-0711-R-G 711,0 420 170 10 8 120 476 5,0 5,0 16,0 21,0

GSA-0812-R-G 813,0 480 170 10 8 120 526 5,0 5,0 16,0 24,5

GSA-0914-R-G 914,0 520 170 12 10 150 607 6,0 6,0 18,0 35,0

GSA-1020-R-G 1020,0 600 190 12 10 150 660 6,3 6,3 18,0 39,6

GSA-1220-R-G 1220,0 740 190 12 10 150 760 6,5 6,5 19,0 49,6

GSA-1420-R-G 1420,0 870 210 12 10 150 860 6,6 6,6 22,0 61,0

GSA-1620-R-G 1620,0 1000 210 12 10 150 960 6,6 6,6 22,0 70,0

GSA-1820-R-G 1820,0 1160 250 15 10 150 1060 11,0 11,0 36,0 113,4

GSA-2020-R-G 2020,0 1280 250 15 10 150 1160 11,0 11,0 36,0 126,2

Ordering example: GSA-0812-R-G

   primed

   Material: S235JR

   Ø pipe: 813 mm

   Sliding support Type: GSA

      


